Notice Inviting Tender
(Tender invited through e-Tendering mode only)

For
Rate Contract for Supply and Implementation of
EMS-NMS software and accessories
No. RECPDCL/TECH/ EMS & NMS-GED/e-Tender/2015-16/1517 Dated:04.09.2015
Description of task, Pre-qualifying criteria, e-tender submission format and procedure is available
on REC Power Distribution Company Limited (RECPDCL) website (www.recpdcl.in), Rural
Electrification Corporation (REC) website (www.recindia.nic.in), Central Publication Portal
(www.eprocure.gov.in)

Important Dates for E‐ Tendering mode
04.09.2015
Date of Release of NIT
09.09.2015 at 1800 Hours
Last date for queries / seeking clarification
10.09.2015 at 1200 Hours
Pre Bid Meeting
21.09.2015 at 1400 Hours
Last date of submission of Tender
21.09.2015 at 1500 Hours
Date of Opening of Technical bid
To be intimated later
Date of Opening of Financial bid

Note:
Online registration shall be done on e-tendering website i.e. www.tenderwizard.com/REC & in
general, activation of registration may takes 24 hours subject to the submission of all requisite
documents required in the process.
-Sd-

(S.C. Garg)
Addl. C.E. O.

[This document is meant for the exclusive purpose of Agencies participating against this bid and shall not
be transferred, reproduced or otherwise used for purposes other than that for which it is specifically issued]
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SECTION-I
TENDER INFORMATION
Name of the assignment: Supply and Implementation of EMS-NMS software and
accessories

Important information
Si. No.

Event

Information to the agencies

1

Date of Release of NIT

04.09.2015

2

Last date for queries / seeking
clarification

09.09.2015 at 1800 Hours

3

Pre Bid Meeting

10.09.2015 at 1200 Hours

4
5
6

Last date of submission of
Tender
Date of Opening of Technical
bid
Date of Opening of Financial
bid

21.09.2015 at 1400 Hours
21.09.2015 at 1500 Hours
To be intimated later
th

7

Pre- Bid Meeting Address

8

Tender Document

9

EMD #

10

Address for Bid submission

11

Contact Person

REC Power Distribution Company Limited, 1016-1023, 10
Floor, Devika Tower, Nehru Place, New Delhi- 110019,
India
Fax : 011-4128768
The details can be downloaded free of cost from the
websites
www.recpdcl.in (or)
www.recindia.nic.in (or)
www.eprocure.gov.in (or)
www.tenderwizard.com/REC
Rs.2,50,000/Shri Subhash Chandra Garg,
Addl. Chief Executive Officer,
REC Power Distribution Company Limited,
th
1016-1023, 10 Floor, Devika Tower, Nehru Place
New Delhi- 110019, India.
Fax : 011-4128768
Email- recpdcl.goa@gmail.com/recpdcl@rediffmail.com
Shri Sunil Bisht ,
Assistant Manager (Technical)
REC Power Distribution Company Limited (RECPDCL)
Phone:011-44128760; Fax:011-44128768
Email- recpdcl.goa@gmail.com/recpdcl@rediffmail.com

# The EMD (Earnest Money Deposit) is to be submitted by all the participating Bidders in the
form of demand draft/Bank Guarantee of an amount of Rs.2,50,000/- (Two Lakhs and Fifty
Thousand only/-.) of any schedule Indian bank in favour of REC Power Distribution Company
Limited, Payable at New Delhi .The EMD of unsuccessful Bidder will be returned within 180 days
from the period of expiry of NIT and EMD of successful Bidder will also be returned after
acceptance of work order and submission of PBG (Performance Bank Guaranty) i.e. 10% of the
Contract Value (within 30 days from receipt of PBG).


The bid shall remain valid for a period of 180 days from the date of bid submission.
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SECTION-II
PREFACE
Goa Electricity Department (GED) has recently awarded IT Implementation Works under Part-A of
R-APDRP Scheme to M/s REC Power Distribution Company Limited (RECPDCL) with Tata Power
Delhi Distribution Limited as its Technology Partner.
The Scope of Services includes Preparation of Base-line Data System for the project area covering
Consumer Indexing, GIS Mapping, Automatic Metering (AMR) on Distribution Transformers and
Feeders, and Automatic Data Logging for all Distribution Transformers & Feeders and SCADA /
DMS system for big cities only. It would include Asset Mapping of the entire distribution network at
and below the 11kV transformers and include the Distribution Transformers and Feeders, Low
Tension lines, poles and other distribution network equipment. It will also include adoption of IT
applications for meter reading, billing & collection; energy accounting & auditing; MIS; redressal of
consumer grievances and establishment of IT enabled consumer service centers etc.
In addition to the Towns and Cities with a population of more than 30,000 (10,000 in case of
Special Category States) as per population data of 2001 Census in Goa, the certain high-load
density rural areas with significant loads, works of separation of agricultural feeders from domestic
and industrial ones, and of High Voltage Distribution System (11kV) will also be taken up in RAPDPRP Part-A scheme and accordingly four towns have been identified to be covered under the
scheme as per the details mentioned in Table 1.
Goa, a tiny emerald land on the west coast of India, the 25th State in the Union of States of India,
was liberated from Portuguese rule in 1961. It was part of Union territory of Goa, Daman & Diu till
30 May 1987 when it was carved out to form a separate State. Goa is India's smallest state in terms
of area and the fourth smallest in terms of population. Located on the west coast of India in the
region known as the Konkan, it is bounded by the state of Maharashtra to the north and by
Karnataka to the east and south, while the Arabian Sea forms its western coast.
Panaji (also referred to as Panjim) is the state's capital. Vasco da Gama is the largest city. The
historic city of Margao still exhibits the influence of Portuguese culture and renowned for its
beaches, places of worship and world heritage architecture, Goa is visited by hundreds of
thousands of international and domestic tourists each year. It also has rich flora and fauna, owing
to its location on the Western Ghats range, which is classified as a biodiversity hotspot.
Goa covers an area of 3702 square kilometers and comprises two Revenue district viz North Goa
and South Goa. Boundaries of Goa State are defined in the North Terekhol River which separates it
from Maharashtra, in the East and South by Karnataka State and West by Arabian Sea. Goa lies in
Western Coast of India and is 594 Kms (by road) away from Mumbai city.
Goa, for the purpose of revenue administration is divided into district viz. North and South Goa with
headquarters at Panaji and Margao respectively. The entire State comprises 11 talukas. For the
purpose of implementation of development programmes the State is divided into 12 community
development blocks. As per 2001 census, the population of the State is 13,42,998. A very striking
feature of Goa is the harmonious relationship among various religious communities, who have lived
together peacefully for generations. Though a late entrant to the planning process, Goa has
emerged as one of the most developed States in India and even achieved the ranking of one of the
best states in India with regards to investment environment and infrastructure.
This NIT is being floated to appoint bidder for Rate Contract for supply of Tables and Chairs at
various locations / offices in 4 Towns of GED. The equipment is required to be supplied against
release orders which would be placed as and when required. The activities for bidder are described
in the detailed scope of work.
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The basic statistics are as below:
The Basis Statistics of GED
Name of Town

Area in Sqkm

Panjim

506

Margao

1391

Mapusa

1239

Marmagao

109

Network Length

No. of
Consumers

No. of
Transformers

14220

5.16 Lacs

5000

# Above data is only for reference and may vary in actual
Information of Project Areas
Name of Project
Area (town)
Panaji
Marmagoa
Margoa
Mapusa
Total

Number of
Subdivisions
Offices

Number of
Other Offices

8
4
10
8
30

25
19
62
85
191
TABLE-1
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Nearest
Railway Station
to HQ

Nearest
Functional
Airport to HQ

Carambolim
Vasco Da Gama
Madgao
Tivim

Dabolim Airport
Dabolim Airport
Dabolim Airport
Dabolim Airport
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SECTION-III
Instructions to Bidders
3.1 Submission of Bid
Bidders
shall
submit
www.tenderwizard.com/REC

their

responses

online

through

e-tendering

website

A. The submission and opening of Bids will be through e-tendering process.
Bidder can download Bid document from the RECPDCL web site i.e. http://www.recpdcl.in or
www.recindia.nic.in or www.eprocure.gov.in and RECPDCL’s e-tendering portal i.e.
www.tenderwizard.com/REC
(Note: To participate in the e-Bid submission, it is mandatory for agency to have user ID &
Password. For this purpose, the agency has to register them self with REC PDCL through tender
Wizard Website given below. Please also note that the agency has to obtain digital signature token
of class-III for applying in the Bid. In this connection vendor may also obtain the same from tender
Wizard.)
Steps for Registration
Go to website http://www.tenderwizard.com/REC
Click the link ‘Register Me’
Enter the details about the E-tendering as per format
Click ‘Create Profile’
E-tender will get confirmation with Login ID and Password

(i)
(ii)
(iii)
(iv)
(v)

Note- Online registration shall be done on e-tendering website i.e. www.tenderwizard.com/REC & in
general, activation of registration may takes 24 hours subject to the submission of all requisite
documents required in the process. It is sole responsibility of the bidder to register in advance.

B. Steps for application for Digital Signature from Bid Wizard:
Download the Application Form from the website http://www.tenderwizard.com/REC free of cost.
Follow the instructions as provided therein. In case of any assistance you may contact RECPDCL
officers whose address is given at the Bid.

Bid to be submitted through online mode on website www.tenderwizard.com/REC in the prescribed
form.
C.

The Agency qualifying the criteria mention in section VI should upload Bid document
with duly signed scanned soft copy of the documents given below for the prequalifying
response:

Pre- Qualifying Criterion Documents/Technical Bid
1
2
3
4
5
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Form-I ------------Letter of submission of Tender
Form-II ------------Pre-Qualifying Criteria Details
Form-IV ---------– No Deviation Certificate
Form-V ------------Manufacturer Authorization Form
Annexure-B ------Acceptance form for participation in reverse auction event

REC Power Distribution Company Limited

EMD of Rs. 2,50,000/- in form of DD or Bank Guarantee may be drawn from a scheduled
commercial bank in favour of The “REC Power Distribution Company Ltd”, New Delhi and
scanned copy to be uploaded and original to be submitted before the last date & time of
Submission of Tender.
Financial Bid
1. Form-III---------Financial Proposal (to be submitted through online mode only)
Financial bid to be submitted in the specific format designed same may be downloaded from
website www.tenderwizard.com/REC and after filling the form it is to be uploaded through digital
signature.
The all document should be addressed to.
Addl. Chief Executive Officer REC Power Distribution Company Ltd. 1016-1023, 10th Floor,
Devika Tower, Nehru Place, New Delhi - 110019
(Note: All papers that comprise the Bid document of the concerned Bid must be numbered. An index of each
page should also be provided)
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SECTION-IV
SCOPE OF WORK & SERVICE LEVEL AGREEMENT
1. Detailed Scope of Work
1. The scope covers supply, installation, commissioning, testing and integration of EMS-NMS
software and accessories at DC and DR site.
2. The Bidder shall also be responsible for manufacture, inspection at manufacturer’s works,
supply, transportation, insurance, delivery at site, unloading, storage, complete supervision,
successful installation, commissioning and user acceptance of software related to EMS-NMS
and accessories at DC and DR site.
3. Any item though not specifically mentioned, but is required to complete the project works in all
respects for its safe, reliable, efficient and trouble free operation shall also be taken to be
included and the same shall be supplied and installed by the Bidder without any extra cost.
4. The bidder’s proposal shall include the list of special tools, testing equipment and accessories
required for day to day operation and maintenance of the system. All such tools shall be
supplied by the bidder. The bidder should clearly bring out the list of such tools along with
itemized price in the bid. However the prices of these special tools shall be included in the lump
sum bid price and would be considered for the bid evaluation.
5. The bidder shall design and provide the software & hardware at DC & DR site with suitable
expandability for covering the entire utility area at a later date along with a 7.5% per annum
growth in consumer and asset base for next five years.
6. The supply of all required cables, power cords, rack mountable kits etc. to be provided as per
Indian standards.
7. Supply, installation and commissioning of Operating Systems and associated software, tools
etc. as applicable in all equipment is in the scope of bidder. Bidder shall supply two copies of
media of all related software.
8. All supplied items must conform to the detailed technical specifications mentioned in this tender
document.
9. Packaging and transportation from the manufacturer’s work to the site including port and
customs clearance will be borne by the bidder.
10. Receipt, storage, preservation and conservation of equipment at site is in the scope of bidder.
11. Insurance of all equipment from manufacturer’s site till installation, commissioning, handing
over and user acceptance will be borne by the bidder.
12. Bidder shall maintain the mandatory and recommended spares during warranty and AMC
period and provide the list of the same.
13. Bidder shall install the equipment, obtain user acceptance and submit a copy of user
acceptance to designated authority.
14. Whenever a material or article is specified or described by the name of a particular brand,
manufacturer or trade mark, the specific item shall be understood as establishing type, function
and quality desired. Products of other manufacturers may also be considered, provided
sufficient information with necessary certificates and documents are furnished so as to enable
the RECPDCL to determine that the products are equivalent to those named. The Decision of
RECPDCL shall be final and binding on the bidder in this regard. In case bidder proposes the
products of other manufacturer, necessary certificates and documents shall be submitted along
with the bid.
15. The bidder shall provide 3 years onsite warranty and 2 years Annual Maintenance Contract
(AMC) of all supplied, installed and commissioned equipment as per Service Level Agreement
(SLA).
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16. The Bidder shall be responsible for providing all material, equipment and services specified or
otherwise, which are required to fulfil the intent of ensuring operability, maintainability and the
reliability of the complete work covered under this specification.
17. It is not the intent to specify all aspects of design and installation of associated systems
mentioned herein. The systems, sub-systems and equipment/devices shall conform in all
respect to high standards of engineering, design and workmanship, and shall be capable of
performing continuous commercial operation.
18. Arrangement by bidder
The bidder shall make his own necessary arrangements for the following and for those not
listed anywhere else:
 Office and store.
 Transportation.
 Boarding & lodging arrangement for their personnel
The bidder shall also provide all the construction equipment, tools, tackles and testing
kits/equipment required for pre-assembly, erection/installation, testing and commissioning of the
equipment and system covered under the Contract. He shall submit a list of all such materials to
the Engineer before the commencement of work at Site. These tools and tackles shall not be
removed from the Site without the written permission of the Engineer-in-charge.
19. Training
Training of employees is in the scope of bidder. Standard curriculum, designed and agreed by
the owner for hardware, software etc. preferably from the OEM partner or OEM’s certified
training partner shall be arranged. The bidder is required to quote on per person basis for this
training. The Purchaser will prefer if a portion of the training is conducted on-site.
20. Documentation
The bidder will provide ongoing product information for referential purposes and facilitating selfeducation by Utility personnel. The following documents (one set each) will be required for
smooth functioning of the system at DC and DR site. Following documentation is included in the
standard license fee, for example:
 User manuals
 System administrator manuals
 Technical manuals
 Installation guides
 Business process guides
 Program flow descriptions
 Data model descriptions
 Sample reports
 Screen formats
 Toolkit guides
 Troubleshooting guides
 Frequently asked question (FAQ) guides
21. Bidder has to indicate the space requirement and heat load for various equipment at DC and
DR site, any other specific requirement, power supply requirement including standby supply
requirement etc.
22. Software tools
Software tools must be latest versions that are currently supported by manufacturer, if relevant.
Software tools must be compliant with generally accepted standards and accommodate Utility’s
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plan for the future expansion of systems. Utility also expects tools and automation to feature in
the implementation so as to maximize the efficiency and quality of the implementation project.
23. Spares
a) The Bidder shall include in his scope of supply all mandatory and commissioning spares
related to Hardware requirements. The bidder has to quote for the mandatory spares
requirement for 5 years operation after warranty period. List of such spares along with the
quantities shall be indicated in the bid and shall be considered for bid evaluation purpose.
b) All spares supplied under this contract shall be strictly interchangeable with the parts for
which they are intended for replacement. The spares shall be treated and packed for longterm storage in the climatic conditions prevailing at the project site. Small items shall be
packed in sealed transparent plastic covers with desiccant bags as necessary.
c) The bidders shall attach the storage conditions requesting covered storage or storage under
air conditioned environment as appropriate for certain classes of spares.
d) Each spare part shall be clearly marked and labelled on the outside of the packing together
with the description when more than one spare part is packed in single case. A general
description of the contents shall be shown on outside of the case and detailed list enclosed.
All cases, containers and other packages must be suitably marked and numbered for the
purpose of identification.
24. Commissioning Spares
The Bidder shall supply spares, which he expects to consume during installation, testing and
commissioning of the system. The quantity of these spares shall be decided based on his previous
experience, such that site works shall not be hampered due to non-availability of these spares.
Bidder shall submit a complete list of such spares along with the bid, the cost of which shall be
deemed to have been included in the lump sum proposal price of the package. The unused
commissioning spares may be left at the site for use by the Owner, if so agreed at a cost to be
negotiated. No spares except commissioning spares will be used during the commissioning of the
system before take over by the Owner. In case of extreme urgency, if spares other than
commissioning spares are used by bidder for commissioning of the system, the same will be
required to be recouped free of charges.
25. Quality Assurance Plan
The bidder shall have a comprehensive quality assurance program at all stages of manufacture/
development/ implementation for ensuring products giving reliable, trouble free performance. The
bidders shall furnish the details of their quality assurance plan and test set up along with the bid. A
detailed quality assurance program shall be finalized with the successful bidder during the award
stage. However, the Quality Assurance Plan shall conform to the following standards–
IS/ISO/IEC 27001 – ISMS
IT Security, IT services (10 Standards) - All harmonized with ISO/IEC
LITD 16 – Standards on Computer Hardware
IS 13252:2003/IEC 60950
26. The bidder shall adhere to all the terms mentioned in the service level agreement (SLA).
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27. Additional Scope for DR site

1. The Supply of equipment, software etc. for DR site should commence only after completion
of 80% work of the package and DR site shall be commissioned only after successful go live
of at least 70% Town as per the scope of work.
2. The Bidder's scope of work as per the conditions of contract and technical specifications
includes assembly, quality check, packing, supply, transportation, transit insurance, local
delivery, receipt, unloading, handling, storage at site, movement at DR site,
conduiting, cabling, installation, testing and commissioning of hardware / software at DR site
with its associated peripherals and also include documentation, warranty, and training of
Owner's personnel for the said System.
3. The Bidder's responsibility shall specifically include the following
a. The complete System including all the hardware, Software and caballing equivalent
to the items supplied at primary Datacentre and/ or as agreed upon mutually with
owner to be supplied at DR centre and the same must operate at or above the
guaranteed values with regard to availability.
b. Any software updates, upgrades released till the completion of warranty and FMS
(Facility Management Services) period shall be supplied free of cost and installed
and commissioned free of cost as per instructions from owner.
c. The Bidder shall post his Service Engineers at Owner's Site till the completion of
Acceptance test.
4. The scope of installation and commissioning shall include the following –

i. The bidder in consultation with OWNER site engineer shall determine the exact
positioning of equipment’s, Installation, housing of equipment and cable routing. The
bidder shall prepare his proposed plan and estimate the quantities for support material
required, racks, extension boards, power requirement, cables, conduit/ channels as
desired within specified limit of the contract.
ii. The Bidder shall be fully responsible for installation and commissioning of the
hardware / software and other related activities for erection, testing and
commissioning.
iii. All power and connecting cables, conduits/channel laying shall be as per approved
routing by OWNER. Installation of all hardware and software as approved by OWNER,
along with Distribution of electrical power to various equipment’s.
iv. Installation of equipment’s, software as required.
v. Field testing and commissioning of system.
vi. Installation, configuration, and testing of the system in consultation with the Owner.
Preparation of the system to make it ready for installation of Application packages as
applicable.
vii. Commissioning of Disaster Recovery System shall be as per technical specification.
28. Availability Test
(a) After successful completion of installation and configuration availability test shall be conducted
for minimum 10 days continuously. The percentage availability shall be defined as:
(Test Duration Time - System Outage Time) x 100
_______________________________________
(Test duration Time)
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The test duration time shall be exclusive of external power failure time.
(b) The system shall be considered as “available”, if all the equipment’s connected are up and
running in unavailability of raw power.
(c) The availability shall be worked out daily and shall be checked on a cumulative basis. Thus, if
the available time on 2 consecutive days is x and y hours respectively and test duration time is a
and b hours respectively, then the availability to be reckoned at the end of 2 days is 100 (x + y) / (a
+ b). During the 30 days of continuous testing, if this cumulative availability is less than 98% then
the contracted Bidder shall do the necessary rectification and/or replacement of system/subsystems as deemed fit by him at his risk and cost. The availability of 98% shall again be
demonstrated by the Bidder over a period of 10 days after the Bidder has performed necessary
rectification and/or replacements.
(d) However, if the system does not meet the availability criteria laid down as above within 90 days
after installation & commissioning, the System shall be required to be replaced by a new system.
The bidder shall replace the system or sub-system within 6 weeks of the direction to that effect from
the owner. However the rejected system shall be allowed to be removed only on receipt of
replacement system.
29. Acceptance
System shall be accepted by the owner after successful completion of Availability test and
establishment of complete setup as per scope of work.

2. Technical Specifications
The supplier shall submit the data sheets for each of the equipment model /software
detailing the specifications of the equipment.
(ii) The equipment models / software shall be supported by the OEM for a minimum
period of next 5 years.
(i)

A. Enterprise Management system

S.no

Feature

Enterprise Management System
1
Enterprise Management System Solution Requirements
Enterprise Management System (EMS) is required to manage
Servers, Desktops, Data Back-up, Database, event, applications on
multiple OS and compliance management. EMS would be deployed
at server room and perform centralized monitoring of servers and
network, manage the desktops providing Enterprise Services as
described below
Real Time Health Management Services (For Servers)
Server and Operating System Monitoring.
1.1
Database Management Services.
Historical Performance Trending of Servers & Applications.
Software/ Patch Distribution Services to the Enterprise.
Inventory for Hardware and Software to be collected automatically
(Servers & Desktops)
Event Correlation and Event Management Services.
Server and Desktop Compliance.
EMS Shall integrate events to automatically create trouble tickets in
helpdesk system for better and in time problem resolution.
2
Monitoring Critical Servers and Operating System
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Bidder
response
(Complied /
Non complied)

Comments
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2.1

2.2

2.3

2.4

2.5

2.6

2.7

2.8

2.9

2.10-
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The Monitoring system should use industry best practices to provide
monitoring for essential system resources, detect bottlenecks and
potential problems, and automatically recover from critical
situations.
The Monitoring tool should be able to help manage large,
heterogeneous implementations by continuously monitoring
essential systems resources, automatically detecting bottlenecks
and potential problems while proactively responding to events.
It should provide the technology to identify problems using built-in
rules and policies, which can help prevent failures before they
occur. Policies can be key metrics and thresholds that, when
combined, trigger an automated action that prevents system failure.
The product should provide out-of-the-box ready to use policies
minimizing time-consuming configuration and setup. It should be
possible to easily adjust the settings / threshold values to reflect
their unique systems.
It should be built on the highly scalable distributed architecture and
provide efficient, centralized management of distributed and Webbased systems. It should also facilitate to proactively and
automatically detect, correct and alert problems before they affect
It should offer an easy, consistent way to monitor and manage key
distributed resources through a centralized management interface.
Monitoring parameters should be able set and updated for an entire
group and applied to distributed resources in a single action.
Changes to hundreds of related remote systems should take place
in minutes—helping provide consistency across targeted systems.
It should provide logic to verify system health and decide whether to
trigger an event. By using built-in intelligence it should relieve the
administrator from having to perform mundane tasks and provide
valuable information for troubleshooting critical situations.
It should provide an easy to use Situation Editor to modify/create
your own custom Situations without any programming knowledge
It should provide a Wed based health console to view both near
real-time and historical data for the systems you are monitoring. It
should enable to check the health rating and status of your critical
resources and resource models deployed in your environment. It
should provide drill down to view specific problems affecting the
system or can view historical data using Web browser provided by
the vendor. It should also provide selection of key indicators and
graphing them by choosing a large variety of graph types, which
allows the administrator to quickly identify trends and potential
trouble spots.
Drag N Drop Reporting - Should provide an Enterprise
Portal/Dashboard as part of the product, which can be customized
to have views for individual administrators. It should be possible to
create bar charts/tables/Pie charts/Online Plot charts etc using drag
n drop options
Each administrator should be able to create his own custom portal
view as part of the monitoring environment.
It should be possible to present the Portal information in any of the
following views below:
• Table view
• Pie chart view
• Bar chart view
• Plot chart view
• Needle gauge view
• Thermometer gauge view
• Notepad view
• Event console view, which shows the status of the situations
associated with the system.
• Take action view, which is used to send a command to the system.
• Terminal view, which enables you to start a 3270 or 5250 work
session.

REC Power Distribution Company Limited

3

3.1
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• Browser view, which permits you to open a browser to see HTML
pages and Web sites.
• The Portal should also provide facility to create custom resource
views, which can be mapped and provided to Admins. It should be
easy to add country specific maps, custom network diagrams or
.jpg’s in the portal resource views.
• Should provide an ability for storing historic data, which can be
used for generating capacity planning reports. The historical data
collection function must be customizable enabling collection of
specific attributes as and when required. A few typical list given
below :
• the attribute group or groups for which data is to be collected
• the interval at which data is to be collected
• the interval at which data is to be stored.
• the location (either at the agent or at the Management Server) at
which the collected data is to be stored
• It should support all standard platforms for server monitoring of
selected server platform and database provided by the solution
provider.
• Typical monitoring system for windows platform and Unix platform
and Oracle and DB2 database is provided as sample. The vendor
should indicate in the bid the details of monitoring tool based on the
selected server OS and database.
Windows Monitoring
The tool should provide detailed information about many critical
Windows areas, including
• User, system, wait and idle CPU
• Enhanced event log monitoring
• Virtual and physical memory statistics
• Disk space and I/O statistics
• Paging information and swap statistics
• Network information
• Multiple nodes and platforms from a single view
• Historical data for trend analysis and capacity planning
It should be possible to use this data for alerts derived from
Windows 2008/2012 and windows 7/8 performance and availability
metrics.
• It should be possible to view/start/stop the Services running on all
windows servers centrally.
• It should be possible to view all the services, processes and tasks
of all the windows Server centrally

REC Power Distribution Company Limited

3.2

3.3
4

4.1

4.2

4.3

4.4
4.5
4.6
4.7
4.8
4.9
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It should provide performance statistics for the following Windows
parameters:
System
Memory
Logical disk
Physical disk
Process
Objects
Processor
Paging file
Monitored logs
IP statistics
TCP statistics
UDP statistics
ICMP statistics
IIS server statistics
HTTP service
HTTP content index statistics
Active server page
FTP server statistics
Gopher service
Network interface
Network segment
Cache
RAS ports
RAS totals
Printers
Services
Devices
MSMQ information store
MSMQ queue
MSMQ service
MSMQ sessions
Apart from this it should also have a option to integrate the Windows
OS Event log and Microsoft Active Directory Monitoring.
Unix Monitoring
It should provide the following key performance statistics for Unix
environment monitoring
System identification and activity – Configuration of systems and
checks their current activity levels. Attributes include system name,
type and version.
CPU – Percentages of processor activity taking place on each
monitored UNIX system; use this report to check for problems such
as imbalances between user and system CPU, and long CPU waits
caused by I/O bottlenecks. Attributes include system name, user
and system CPU, idle CPU and wait I/O
System virtual memory – Includes swapping and paging activity to
help determine if system performance problems are caused by
memory shortages; attributes include total virtual memory,
processes in run queue, processes waiting, page faults and page
reclaims, and pages in and pages out
Load average – Overall picture of system activity; attributes include
system name, up-time and load average
Disk use – Includes file system location and disk space usage to
identify system performance problems caused by disk space
shortages and poor distribution of space usage
Disk inodes – Monitors inode usage on each file system
Networks – Helps identify network interfaces, determine whether
they are operational and see the amount of data traffic for each
Processes – Detailed data on each currently expanding process,
including identification, priority, command and size data
File – File attributes, paths and time information
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UNIX disk performance – Helps you clearly see I/O efficiency,
identify disk performance problems, get information about file
system location, distribution and disk space storage, and monitor
inode usage on your file systems; attributes include transfer rate,
busy percent and transferred bytes
NFS – Includes a client report that displays information about calls
from your system to an NFS server and a server report that displays
information about NFS calls to your system; attributes include
number of lookups and number of read link calls
RPC – Includes a client report that displays information about calls
from your system to other nodes and a server report that displays
information about RPC calls from other nodes to your system
It should also provide Unix System Log integration for alerting
critical events centrally
Linux Monitoring
System Monitoring Specification Service Metrics
• Availability
• Memory Size
• Resident Memory Size
• Cpu System Time
• Cpu System Time per Minute
• Cpu User Time
• Cpu User Time per Minute
• Cpu Total Time
• Cpu Total Time per Minute
• Cpu Usage
• Start Time
• Open Handles
• Threads
MultiProcess Metrics
• Availability
• Number of Processes
• Memory Size
• Resident Memory Size
• Cpu System Time
• Cpu System Time per Minute
• Cpu User Time
• Cpu User Time per Minute
• Cpu Total Time
• Cpu Total Time per Minute
• Cpu Usage
Process Metrics
Availability
• Virtual Memory Size
• Resident Memory Size
• Cpu System Time
• Cpu System Time per Minute
• Cpu User Time
• Cpu User Time per Minute
• Cpu Total Time
• Cpu Total Time per Minute
• Cpu Usage
• Start Time
• Open File Descriptors
• Threads
CPU Metrics
• Availability
• User Cpu
• System Cpu
• Cpu Idle
• Cpu Usage
• User Cpu Time
• User Cpu Time per Minute
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• System Cpu Time
• System Cpu Time per Minute
• Cpu Idle Time
• Cpu Idle Time per Minute
• Cpu Wait Time
• Cpu Wait Time per Minute
NetworkServer Interface Metrics
• Availability
• Bits Received
• Bits Received per Second
• Bytes Received
• Bytes Received per Minute
• Packets Received
• Packets Received per Minute
• Bytes Transmitted
• Bytes Transmitted per Minute
• Bits Transmitted
• Bits Transmitted per Second
• Packets Transmitted
• Packets Transmitted per Minute
• Transmit Errors
• Transmit Errors per Minute
• Receive Errors
• Receive Errors per Minute
• Transmit Packets Dropped
• Transmit Packets Dropped per Minute
• Receive Packets Dropped
• Receive Packets Dropped per Minute
Script Metrics
• Availability
• Execution Time
• Result Value
FileServer Directory and Tree Metrics
• Last Modified Time
• Last Change Time
• Last Access Time
• Permissions
• Owner User Id
• Owner Group Id
• Availability
• Regular Files
• Subdirectories
• Symbolic Links
• Character Devices
• Block Devices
• Sockets
• Total
• Disk Usage
FileServer File Metrics
• Last Modified Time
• Last Change Time
• Last Access Time
• Permissions
• Owner User Id
• Owner Group Id
• Availability
• Size
FileServer Mount Metrics
• Availability
• Use Percent
• Total Bytes Used
• Capacity
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• Total Bytes Free
• Total Bytes Avail
• Disk Reads
• Disk Reads per Minute
• Disk Writes
• Disk Writes per Minute
• Disk Read Bytes
• Disk Read Bytes per Minute
• Disk Write Bytes
• Disk Write Bytes per Minute
• Disk Queue
• Free Files
• Total Files
Database Monitoring:
The Monitoring tool should support monitoring of standard RDBMs
like Oracle/MS-SQL/MY SQL/DB2/Informix/Sybase or any other
RDBMS conforming to ANSI/ISO SQL-200n standards offered by
the vendor as part of the overall solution.
System should be capable to monitor SAP ASE environment on
Sybase.
The Database monitoring should seamlessly integrate with the
same Dashboard/Portal and provide integration with the central
event console.
The tool should provide you the ability to easily collect and analyse
specific information, including information on:
• Buffer pools
• Databases
• Locks and other details about lock resources
• Server key events
• Table spaces
• Database Usage
• Database State
• Errors
Oracle DB monitoring
Oracle Alert Log - error messages, timestamps for messages,
message details, and the text of a message
Oracle Cache Totals - detailed usage of the dictionary, library, and
redo log buffer caches
Oracle Contention - details about locks and blocking and waiting
sessions
Oracle Databases - databases, table spaces, files, and segments
which includes details on size, space usage, and extents
Oracle Logging - logging activity, rollback segments, extents,
extends, shrinks, and wraps
Oracle Processes - types and numbers of processes, process
status, process details, and SQL text
Oracle Servers - the server instances, database and instance
status, initialization parameters, CPU usage, parallel processing,
and SQL tracing
performance statistics reported as timings and throughput values for
such operations as reads, writes, and recursive calls
statistics reports as averages and percentages for such items as
data caches hits, enque waits, disk sorts, and rollbacks
types and numbers of sessions, session status, session details, and
SQL text
usage and free space for the SGA and the library, dictionary, and
data caches
Sybase monitoring
System should monitor the availability and performance of Sybase
ASE database servers. It should connect to the database source,
monitors various metrics and also notifies through alarms, if the
performance metrics are beyond a given threshold.
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Monitored Parameters:
Connection Statistics
Memory Usage
DB Information
Current Statistics
Current Process
CPU, memory, disk utilization, etc.
SQL Monitoring
The SQL Server Monitoring should monitor the performance and
availability of production databases. It should be an agentless
monitoring solution that provides out-of-the-box performance
metrics for ensuring the SQL Server runs efficiently.
Monitored Parameters:
Memory Usage
Buffer Manager Statistics
Connection Statistics
Cache Details
Lock Details
SQL Statistics
Latch Details
Access Method Details
Database Details
Scheduled Jobs
Exchange Application monitoring
System should supports Exchange monitoring for multi-server roles
like Mailbox, Client Access, Unified Messaging, Hub Transport and
Edge Transport. Gain access to all the available server roles, get
information about different exchange services and performance
counters critical to each server role.
Mailbox : Check for any inactive mailboxes and optimize the use of
your mailbox database size, by keeping a check on the mailbox
performance counters
Client Access : Troubleshoot outlook connectivity with clients, by
measuring the number of requests per second, the average
response time etc, in the outlook web access counters
Unified Messaging : Make sure that all voice messages and emails
are properly streamlined into a single mailbox, by detecting any
case of mailbox access failures, directory access failures, number of
rejected inbound calls and many more details provided by the
messaging counters
Hub Transport / Edge Transport: Monitor details like scan time,
number of scan requests that are rejected or timed-out, blocked
recipients etc, to ensure better security against viruses and spam.
Active directory monitoring
Availability - Checks for the availability of Active Directory Monitor
Response time - Gives the response time of the Active Directory
Monitor
LDAP bind time - Provides the time required for completion of last
successful LDAP binding
LDAP client sessions - Indicates the number of clients connected to
LDAP clients
Client sessions - Indicates the number of connected Address Book
client sessions.
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12.2

System should allow the user to monitor CPU utilization, Disk
utilization, and Memory utilization in percentage.
Out-of-the-box monitoring support for Active Directory services.
Monitors performance statistics such as availability and response
time.
Based on the thresholds configured, notifications and alarms should
be generated if the Active Directory services or any specified
attribute within the system has problems. Actions are executed
automatically based on configurations.

Network Fault Management, Monitoring & Network Performance Analysis
Bidder response
(Complied / Non
complied)
Network Fault Management, Monitoring & Network Performance Analysis
The NMS package shall provide complete Management
of Data Center & Disaster recovery Center LAN and its
1
integrated Modules configured in various Switches,
Routers, Firewalls etc. offered for Core, Distribution and
Access Layer.
The bidder shall provide Network performance Monitoring
2
& Management Tool for managing the Data Center &
Disaster recovery Center LAN and WAN routed Traffic.
The offered Network Management Tool Shall provide to
recognize common network problem, management of
3
multi-vendor network with discovery, mapping and alarm
tracking.
The NMS offered shall allow to configure & apply
Template based access control lists, measure
4
responsiveness of WAN connections to determine
latency, jitter delays, and in identifying & isolating traffic
bottle-neck area/point on WAN router & switches.
The NMS shall provide network analysis module for
switch fabric/CPUs, monitor utilization of switch
5
resources & in isolating the network problems, provide
performance monitoring, trouble shooting, capacity
planning, and report generating of various statistics.
The Fault Management Module of the NMS shall be able
to process all the Fault events of the Hardware System.
The Fault Management Module shall utilize an open
6
standard database capable of processing all the events
per second, allowing visibility of all alarms. It should
support an interface to an external RDBMS also.
The NMS integrated alarm system should be able to
7
extract alarm data in all specialized networks with no
severe influence on the NMS performance.
The system should be able to access device/equipment
8
in current networks of IP, ATM/FR, MPLS, ISDN and
ADSL to collect alarm and fault data.
The management agents/probes should be able to collect
9
events from SNMP management data sources, API’s,
databases, network devices, log files and other utilities.
The system supports original alarm data collection in
10
modes of SYSLOG, SNMP TRAPD probe.
11
All alarm/event messages shall be automatically time and
S.no
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date-stamped by the Fault Management Module
All alarm related information (e.g. alarm receive-time
start-time, clear-time, acknowledge time etc.) shall be
logged
The Fault Management Module shall be able to display
alarm and events specified by the following criteria:
o Alarm types
o Time interval
o Vendor
o Technology
o Customer
o Service
o Location
The system should support distributed architecture to
install probes/collectors to collect the event information
which would result in reducing the network traffic
To reduce the influence on the network, events should be
pre-processed. The integrated alarm system should
specifically analyse alarms in all specialized networks
and perform the rule-based intelligent analysis to the
event information, and provide functions of alarm filtering
and screening.
The system should provide a high-performance engine to
meet the requirement of the integrated alarm system,
which can guarantee the normal running of the integrated
system especially when the event storm occurs in the
network.
The system should support the original redundancy fault
information compression and centralized alarm
information processing and be able to consolidate the
repetitive alarm events. It should also record their start
and end time and repetitive times so that the manager
can have a clear idea of the fault process.
The system should provide the customized event
automatic processing function to improve operation
efficiency of the system.
The system should be able to automatically trigger
operations of the external system for functions of alarm,
notification and processing. It should also be able to
define the automatic processing rules to automatically
trigger functions of alarm, notification and processing. For
example, the system may trigger the visual and audible
alarm system, send short messages or e-mails, trigger
automatic troubleshooting and alarm handling.
The system should provide the automatic selfmaintenance function and set the invalidity period for
different events. Any event expiring the invalidity date will
be regarded as the invalid event and will be automatically
backed up or deleted.
The system should be able to provide APIs so that
various scripts and small tools can be developed and
executed.
A complete, practical and high-efficient fault association
analysis system should be established to meet the
network event correlation requirement.
The system should perform automatic analysis to intranetwork or cross-network faults through establishing an
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association model for NM targets; assist the network
maintenance personnel to correctly analyse and locate
the reason for fault events in the shortest period; and
establish the association between NE faults and
customer & service faults.
If network events occur, the system should be able to:
1) Implement the association between these events in
real-time;
2) Obtain the related equipment asset information and
the
related
operation
personnel
information;
3) Add these information into the alarm information;
4) Display the information in the network monitoring
window.
The system should be able to provide views and tools to
monitor the entire network operation in real time, so that
failures can be detected or alarmed timely.
The Fault management module should help to prioritize
responses to alerts, manage escalation procedures and
automate response policies.
The Fault management module should be able to provide
event enrichment with information from external data
sources.
The Fault management module should show operators in
the NOC precisely which network users, customers or
processes are affected by a fault.
The Event Correlation Module shall have easy-to-use
interface to help build and adapt business rules and
automations quickly and easily. Rules shall be created
using a GUI, which shall also provide a convenient
environment for testing rules before they are put into
production.
The tool should provide a user view custom tool so that
users can define and modify the monitoring interface view
conveniently and a great deal of development workload
can be prevented
A graphical tool to query and define failure types shall be
provided, so that users can define query conditions with
much flexibility.
The network management solution shall enable the
monitoring of the operation of the entire network and
provide analysis to the efficiency of devices whose links
will lead to bottleneck of the network.
Automatic inspection to the network shall be implemented
through network failure diagnosis tools. The tool should
be able to provide cause analysis and solution
suggestions for network problems to help the network
administrator for failure recovery.
The tool should provide history statistics and reports of
failure information. Monthly and yearly failure report by
equipment types, event severities, event locations shall
be provided for failure analysis and statistics.
The tool should provide for a report customizing tool to
define new failure statistic reports with much flexibility
and ease, and to modify the existing reports
The NMS shall provide strict login/logout authentication,
operation/access control and operation logs to ensure the
security of the system
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Authenticating users through the username and
password in logins, and restricting the query and
operation of alarm events to the granted range
The system should be able to do auto discovery for layer
38
2 and layer 3 networks including the connectivity and the
interfaces
The system should provide a visualization tool to view the
39
network topology on a web based interface.
The system should be able to perform topology based
40
root cause analysis
The system should be able provide and customize
41
topology views in different ways.
The system should out of the box support network
technologies: IP, HSRP, CDP, Ethernet, VLAN, MPLS IP
42
VPNs, and IP over ATM without requiring additional
modules.
The system should provide functionality to integrate with
43
Element management tools for troubleshooting MPLS
network problems
It shall provide centralized quality of Service (QOS) policy
Manager. The QOS Policy Manager shall provide
automated QOS analysis reporting and provisioning for
44
Traffic Monitoring for setting & validating QOS on real
time basis, defining QOS for application priority and
Service classes.
It shall be possible to enable QOS selectively on
45
intelligently grouped LAN/WAN in a converged voice/data
network.
The NMS offered shall provide central control and
authorization for VPNs & Firewall and for dial-up access
46
Servers. It shall be possible to deploy rules that shall be
consistently applied to firewalls modules/switches
offered.
NMS Shall integrate events to automatically create
47
trouble tickets in helpdesk system for better and in time
problem resolution.
The Network Performance Analysis should provide to
capture, and analyse traffic at full rate Testing at layer 2,
48
3, and 4 networks cover end-to-end, edge-to-core, and
core-to-edge testing, test multiple
technologies
(LAN/WAN).
Network applications (management capabilities) the
49
performance on each network port, Multi-Protocol Label
Switching (MPLS),etc.
Performance measurement testing on a per-port basis,
50
addressing, the performance of each port, maximum
throughput, average latency of the switch.
Performance Monitoring Module
The Performance monitoring module must support a
1
distributed polling and data gathering architecture in
order to achieve optimal performance and scalability.
The Performance monitoring module should be capable
2
of supporting High Availability on data collection, storage
and reporting.
The Performance monitoring module must support the
3
ability to poll and pull data from element management
37
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systems and network elements utilizing a variety of
methods including automated scheduled polling.
The Performance monitoring module should be capable
of importing data into the single database. The single
database should provide a single integrated performance
management method to monitor the complete network.
The Performance Management component shall provide
a web browser-based GUI to allow users to monitor
network performance and generate performance reports.
The Performance Management component shall allow
users to view real-time and historical network statistics
and trends.
The Performance Management component shall provide
the ability for users to configure and generate customized
reports.
The Performance Management component shall present
all collected performance data in both tabular and
graphical format.
The Performance module should have the capability of
exporting any report in CSV format.
The Performance module should have the option of
making reports available to users through email and FTP.
The Performance Management module shall have the
capability aggregate data per group of resources. (per
site, per customer, per service)
The Performance Management component must be able
to calculate capacity requirements and generate capacity
reports.
The performance module should be capable of
generating trend analysis reports.
The performance module should have the capability of
generating baseline reports – This will allow the operator
to compare current traffic volume to the average traffic
volume for prior days.
The Performance Monitoring Module shall offer powerful
and flexible calendar management. Reports can be
generated based on standard and customized calendars
of dates or operating hours, to exclude non-significant
data for the calculation of indicators. Users can associate
a performance indicator with a calendar and calendar is
not restricted to be applied to the overall report only.
The performance management system must be able to
import, edit and browse the new MIB, to establish new
rules, to generate performance reports for newly added
devices and to modify and customize new reports.
The performance management system must support
lightweight and distributed data collection devices and the
centralized report system, and should have one
centralized database
The Performance Management component must support
the ability to set thresholds on the collected performance
statistics. When a threshold is crossed, the system must
generate a threshold-crossing alert. The performance
module shall be able to send selective threshold crossing
alert notifications to a fault monitoring module.
The Performance Management component must have
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the capability to retain statistics for a specified timeframe
defined by the administrator.
The Performance management module should have the
capability to store raw data for a period of 3 months and
aggregated data for a period of
1 year.
Performance Management component must make
historical data available for inclusion in performance
displays and reports requested by users
Reporting
The reports must provide global view on the network
showing aggregated values per groups of network
resources, resources in exception.
The user must have the capability to drill-down from the
global overview to more detailed views by simple click.

B. Accessories of EMS-NMS system/solution –

Fabric based 24 Port Switch with 10G DCB Ports
Sl. No
1
1.1
2
2.1
2.2

2.3

2.4

3
3.1
3.2
3.3

3.4
3.5
3.6
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Specification Required
Product details- Please specify
Please mention the Make, Model No with part no.
of the product offered
Architecture
Switch should offer Wire-Speed and NonBlocking Switching.
Switch should have Twenty Four (24) 10G Data
Center Bridging (DCB) Ethernet SFP/SFP+ ports.
All 10G DCB Ethernet SFP/SFP+ ports should
support 1 GbE copper, 1000Base-SX and
1000Base-LX SFP and 10 Gbps Direct-Attached
Copper (Twinax), 10 GbE SR and 10 GbE LR
SFP+ connectivity options.
Switch should provide Out-of-band Ethernet
management via an RJ-45 Ethernet Port, Remote
lights-out management via RJ-45 Ethernet Port,
Console Management via RJ45 to RS-232 Port and
Firmware and diagnostic via USB.
Performance & Scalability
Should provide Non-Blocking Switch Fabric
capacity of 480 Gbps or more for Ethernet Ports.
Should support 32,000 MAC addresses or more.
Should support Fabric capabilities when connected
with other switches of same OEM having fabric
capability supporting Fabric shortest path first
(FSPF).
Should support a minimum of 2000 Layer 2
Multicast Groups
Should support a minimum of 8 DCB Priority Flow
Control (PFC) classes
Should support a minimum of 9K jumbo frame size

Bidder response
(Complied / Non
complied)

Comments
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4

Should support a minimum of 8 Hardware Queues
per port
Switching Features

4.1

Should support 4000 VLANs and 4000 VLAN IDs

3.7

4.2
4.3
4.4
4.5
4.6
4.7

Should support Link Aggregation Control Protocol
(LACP) IEEE 802.3ad/802.1AX
Should support Virtual Local Area Networks
(VLANs)
Should support VLAN Encapsulation IEEE 802.1Q
Should support Rapid Spanning Tree Protocol
(RSTP) IEEE 802.1w
Should support Multiple Spanning Tree Protocol
(MSTP) IEEE 802.1s

4.9

Should support STP IEEE 802.1D
Should support Layer 2 Access Control Lists
(ACLs)
Should support IGMP v1/v2 Snooping

4.1

Should support Pause Frames IEEE 802.3x

4.11

Should support Equal Cost Multi-Path (ECMP)
Should support static routes, VRRP, OSPF & BGP
from day 1. Any license required for the same need
to be supplied.
Standards Compliance
Should support IEEE 802.3x Flow Control (Pause
Frames)
Should support IEEE 802.1Qbb Priority-based Flow
Control
Should support IEEE 802.1Qaz Enhanced
Transmission Selection

4.8

4.12
5
5.1
5.2
5.3
5.4
6
6.1
6.2
6.3
6.4
7
7.1
7.2
7.3
7.4
8
8.1
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Should support IEEE 802.1 DCB Capability
Exchange Protocol (Proposed under the DCB Task
Group of IEEE 802.1 Working Group)
Quality of Service
Should support Eight priority levels for QoS
Should support Class of Service (CoS) IEEE
802.1p
Should support Per-port QoS configuration
Should support Scheduling: Strict Priority (SP),
Shaped Deficit Weighted Round-Robin (SDWRR)
Switch Management and Control
Should support IPv4/IPv6 management
Should support Industry-standard Command Line
Interface (CLI)
Should support Link Layer Discovery Protocol
(LLDP) IEEE 802.1AB
Should support MIB II RFC 1213 MIB
Switch Security
Should support Port-based Network Access Control
IEEE 802.1X
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8.2

Should support RADIUS & TACACS+

8.3

Should support Secure Shell (SSHv2)

9

Physical Attributes

9.1

Should support 100-240VAC, 50/60 Hz internal
universal power; Indian type power cord.

9.2

Should be loaded with Dual Internal Hot-Swappable
Load Sharing Redundant AC Power Supplies to
provide 1:1 System Power Redundancy.

9.3

Should support Redundancy for Fans.

3.3 Bill of Material
Enterprise Management System including Network Management, Monitoring &
Performance Analysis (EMS and NMS system)
S.NO
1
2
3
4
5

6

Item
EMS-NMS software
Network components
monitoring
Server components
monitoring
Desktops monitoring
24 Port Fabric switch
with 10G DCB Ports
Twenty Four (24)
SFP/SFP+ ports 10G
Data Center Bridging
(DCB) fully loaded
fabric switch along with
25 meter LC-LC cable
for each port.

Data Centre
1

Quantity
DR
Software - should be
a part of Data Center
/ DR license.

Locational offices
N/A

15

15

470

47

33

N/A

N/A

N/A

900

2

2

N/A

2

2

N/A

Note – BOM point no. 2 shows the count of physical servers on which monitoring is to be
done at Data Center and DR site. System should also support monitoring on virtualization
platform which will be built on various physical servers.

3. Timeline for Delivery and Installation
Bidder is required to deliver the equipment / software at the specified locations / offices within 4-6
weeks from the date of the Release Order.
Supplied equipment should be installed in 4 weeks from the date of delivery.
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4. Payment terms
The payment will be done on milestone basis for IT security Solution system as given below:
S
No
1

2

3

Milestone

Payment

On successful supply of material with all accessories,
installation, commissioning, testing and Integration of
EMS-NMS Software Solution, user acceptance for
Solution, Completion of trainings and acceptance by
RECPDCL Nodal Officer. The bidder is required to
obtain user acceptance from RECPDCL Nodal Officer
and submit a copy of user acceptance to the
designated Authority along with the invoice.
After 02 month of “Full Roll out and Go live of all
towns”, loading of all applications, system testing with
at-least 99.8% performance and acceptance of
System by Goa Electricity Department. The bidder is
required to obtain user acceptance from RECPDCL
Nodal Officer and submit a copy of user acceptance to
the designated Authority along with the invoice.

70% of Entire Contract Value
(excluding
AMC
(O&M)
cost)**

30% of Entire Contract Value
(excluding AMC (O&M)
cost)**

On quarterly basis in arrears,
AMC (O&M) of IT Security Solution for 2 Years after
i.e. at the end of every
implementation period.
quarter.

5. SLA For EMS-NMS solution & accessories (H/w and S/w)
a. Terms of Agreement:
This agreement shall remain in force from the date of commencement i.e. <date > till the
expiry of the contract (including extension if any). Commencement of Service Period:




Warranty will start after successful installation & acceptance testing from user.
Comprehensive warranty for period of 3 years and 2 years AMC after warranty
expires for complete solution.
OEM should support in case of non-compliance by bidder.
SLA Based Support through telephone/Fax/E-mail/ personal visit.

b. Support
 Vendor will provide support on calls lodged by the user.
 Vendor shall provide support service for a period 5 years for the EMS-NMS solution
and accessories (Hardware and software) as per terms and conditions laid in this
document.
 Support should be available on 24 x 7 basis.
 Escalation matrix to be provided with the bid.
 Study and redesign solution in consultancy with user.
 Prepare landscape/diagram and deliverable SOW.
 Installation, implementation and documentation of the same.
 Provide hands-on training for concerned teams.
 Vendor should complete the project as per agreed timelines.
 A copy of agreement between service provider & OEM should be provided to user.
 Services:
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a) Uptime guarantee: The agreement stipulates that vendor shall maintain the
system with uptime of 99.8%. The uptime will be calculated on monthly, peak
and non-peak basis. This excludes any kind of down time taken for preventive
maintenance.
b) Maintenance Services: Vendor shall provide maintenance services under this
agreement for the solution on par with OEM’s service standard.
The maintenance services shall include the following: i.

Corrective Maintenance:
Any system failure will be attended by vendor’s engineer and if necessary by
their specialists.

ii.

Preventive Maintenance
User will allow vendor to carry out required Preventive Maintenance on the
provided solution. The down time required for Preventive Maintenance will be
communicated to user by the vendor. Vendor will prefer to execute preventive
maintenance work during non-business hours.

iii.

Movement of devices
It is vendor’s responsibility for any Hardware movement across sites till the order
expires.
c) Spares Availability/ Support from OEM
Vendor shall have a back-to-back Business Critical Support arrangement with
the OEM partner for spares and escalation support. Vendor shall also have a
formal arrangement with OEM for any technical support that may be required on
the hardware or software. OEM letter for support is to be submitted against RO.
Deliverables under system software/patches support include:
a) System software updates
b) Pro-active patch notification and installation on equipment
c) OS bug fixes
d) Access to OEM diagnostic solution database
d) Response Time and Resolution Time :
i.
ii.

2 Hour Response Time (24x7)
4 Hours Resolution Time (Including Response Time)

c. Reporting
The vendor shall prepare a monthly Report in the User prescribed format covering the
following:
 Uptime summary report
 Preventive maintenance report
The vendor will enclose uptime report along with the bill for certification.
d. Method of contact to the engineer
Vendor should provide the contact number, e-mail ID and name of the concerned
engineer.
e. Level of specialist assistance to the engineer
The vendor will ensure that all required specialist/technical support will be provided to
his engineer so that the guaranteed uptime will be achieved on monthly basis.
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f.

Level of escalation
 Level I: Account manager
 Level II: General manager or equivalent level
 /Level III: CEO of the company

<Contact no.>
< Contact no.>
< Contact no.>

g. Penalty for SLA Non-Compliance
In case the uptime commitment is not met, same shall attract a penalty @ Rs.
10,000 per day. The penalty amounts shall be recovered from the payments due to
the vendor. A sample calculation is given below:
If the actual uptime achieved in 97.5%, penalty amount shall be:
Rs. 10000 x {(99.8 - 97.5) / 100 x 365} = Rs. 83,950
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SECTION-V
GENERAL CONDITIONS OF TENDER
1. The bidder must fulfil the above eligibility criteria/pre-qualifying conditions for evaluation of their bids.
Bids of bidders fulfilling the above eligibility/pre-qualifying conditions will only be evaluated by the
duly constituted evaluation committee. Bids of the bidders not fulfilling the eligibility/pre-qualifying
conditions given above may be summarily rejected. Undertaking for subsequent submission of any
of the above documents will not be entertained under any circumstances.
2. RECPDCL reserves the right to conduct the reverse auction (if required) for the products/
services being asked in the tender. The terms and conditions for such reverse auction event
shall be as per the Acceptance Form attached as Annexure B of this document. The bidders
shall mandatorily submit a duly signed copy of the Acceptance Form along with the tender
document as a token of acceptance. In case of denial for participation, bidder shall not be
entitled for any kind of claim.
3. RECPDCL reserve the right to verify/confirm all original documentary evidence submitted by the
bidder in support of above mentioned clauses of eligibility criteria, failure to produce the same within
the period as and when required and notified in writing by RECPDCL shall result in summarily
rejection of the bid.
4. Engagement with RECPDCL does not confer any right to the agencies to be invited for participating
in any bids, tender etc. floated by RECPDCL. RECPDCL reserves the right to call bids/assign
work/associate the agency/agencies in any area as may be deemed fit by RECPDCL depending
upon the profile provided by the agencies and requirement of assignment.
5. RECPDCL reserves the right to accept or reject any or all requests for engagement without
assigning any reason or to accept in parts and engage more than one agencies at its sole discretion.
6. Acceptance of the application(s) constitutes no form of commitment on the part of RECPDCL.
Furthermore, this acceptance of the application confers neither the right nor an expectation on any
application to participate in the proposed project.
7. RECPDCL reserve the right to waive off any shortfalls; accept the whole, accept part of or reject any
or all responses to the Tender.
8. RECPDCL reserve the right to call for fresh tenders at any stage and /or time as per the present and
/or envisaged RECPDCL requirements even if the tender is in evaluation stage.
9. RECPDCL reserve the right to modify, expand, restrict, scrap, re-float the tender without assigning
any reason for the same.
10. The responder shall bear all costs associated with the preparation and submission of its response,
and RECPDCL will in no case be responsible or liable for these costs, regardless of the conduct or
the outcome of the tender process.
11. Consortium and joint venture responses are not allowed, in any case.
12. Performance Security:
1. The agency need to deposit within fifteen (15) working days from the date of acceptance
of work order, a Performance Security in the form of Bank Guarantee or Demand Draft
(DD), for an amount of 10% (Ten per cent) of the Tender value against the supply portion
for 3 years plus 6 month claim period and after completion of 3 years or before expiry of
PBG of supply portion bidder has to submit the PBG for AMC portion for 2 years plus 6
month claim period of 10% of total value of AMC portion for the due performance and
fulfilment of the contract by your firm in the format placed at Annexure – A.
2. The Performance Bank Guarantee may be drawn from a scheduled commercial bank in
favour of The “REC Power Distribution Company Ltd”, New Delhi.
3. The Performance Bank Guarantee may be discharged/ returned by the RECPDCL after
the completion of the contract upon being satisfied for the performance of the obligations
of your firm under the contract.
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4. Failing to comply with the above requirement, or failure to enter into contract within 30
days or within such other extended period, as may be decided by the CEO, RECPDCL
shall constitute sufficient grounds, among others, if any, for the annulment of the award
of the tender.
5. In the event the firm being unable to provide the services, during the engagement period
as per the contract for whatever reason, the Performance Bank Guarantee would be
invoked by RECPDCL.
6. No Bank Charges/ interest shall be payable for the Performance Bank Guarantee.

13. Rates and Prices

a Bidders should quote item-wise rates/prices including all taxes, duties except Service
Tax for courier service of different stations mentioned in Form-III.

b All statutory duties and taxes (including excise and customs) Sales Tax and other
charges will be payable by the bidder.

c Price quoted by bidder shall be firm excluding service tax for contract period.
d Price quoted shall be firm and any variation in rates, prices or terms during validity of the
offer shall require forfeiture of the EMD.

14. In case of default in your services or denial of services, RECPDCL, at its sole discretion, will be free
to avail services of other courier service providers at your "Risk & Cost".
15. All other terms and conditions of the GENERAL CONDITIONS OF CONTRACT as attached in
Annexure shall be applicable.

16. In case of continued non-satisfactory performance, RECPDCL have the right to withdraw
the work & get completed the work at the risk and cost of the agency. Further the agency
may be blacklisted for a period of one year or more for participating in any of the bids
invited by RECPDCL. Also, RECPDCL would be free to intimate such black listing to
various state/central utilities/ Ministry of Power/State Governments/other agencies not to
consider the said agency for any assignment including of the same on websites
17. In a tender either the Indian agent on behalf of the Principle /OEM or Principle / OEM itself
can bid but both cannot bid simultaneously for the same item/product.
18. If an agent submits bid on behalf of the principal /OEM, the same agent shall not submit a
bid on behalf of another principal /OEM in the same tender for the same item/product.
19. The bidder needs to provide details of their Locations in India in the following format.
Firm Detail – List of Locations in India
No.
Location
State
City
Contact
Contact Details
Address
Person
Phone No:
Email Id:
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SECTION-VI
ELIGIBILITY CRITERIA
Pre-Qualifying Criteria (Mandatory Requirements) for OEM
S.
No.

Qualification Criteria

Documents Required

1

The OEM vendor shall have ISO 9001:2008 and
Latest ISO certificates
ISO 14001 certifications

2

Last three years audited
The OEM vendor shall have an annual turnover balance sheets and Profit and
more than INR 250 crores in each of the last three Loss Accounts Statements
(FY 2012-13, 2013-14, 2014-15) financial years.
Self-certify + CA certificate

3

The OEM vendor shall have at least one
service/support center within the Goa or nearby Self-certify
along
with
(Karnataka & Maharashtra) State with sufficient location of service center
infrastructure.

4

Require OEM certificate for 5 years support that in
case the bidder is unable to supply equipment and
On OEM letterhead
provide services, the OEMs will provide back to back
signed and stamped
arrangement for critical support and spares for at
least 5 years.

5

The bidder needs to submit OEM certificate for
ensuring that OEM has certified the bidder to supply As per MAF Form V
the equipment and provide necessary services.
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Pre-Qualifying Criteria for Bidder
1.

The bidder shall be a private/public Company registered under Company Act 1956. Certificate
of Incorporation and Registration needs to be submitted along with the bid.

2.

The bidder shall have a minimum annual turnover of 2 Crores in each of the last three (FY
2012-13, 2013-14, 2014-15) Financial Year. The Audited financial reports and copy of the
certificates supporting the above need to be submitted as proof.

3.

The bidder needs to provide details of at least 3 similar successfully completed projects
(meeting any of the three criteria below) in the last 3 (FY 2012-13, 2013-14, 2014-15 and till
the date of bid publication) financial years in the following format along with the copy of the
completion Certificate. Proof: Contract/LOI/WO/PO along with completion certificate on client
letterhead.

a. One project covering Supply & Implementation of EMS & NMS (Hardware + Software)
Solution of equal or more than value of Rs.1.60 Crores.
Or
b. Two projects each covering Supply & Implementation of EMS & NMS (Hardware +
Software) Solution of equal or more than value of Rs.1.00 Crores.
Or
c. Three projects each covering Supply & Implementation of EMS & NMS (Hardware +
Software) Solution of equal or more than value of Rs.80 Lakhs.
Details of Successful Completion of Projects by Bidder
Financial Year
of Completion
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SECTION-VII
TENDER EVALUATION METHODOLOGY
OPENING OF BID:
The Bidder or his authorized representative may be present at the time of opening of bid on the
specified date, but a letter in the form annexed at (Form – I) hereto must be forwarded to this office
along with bid and a copy of this letter must be produced in the office by the person attending the
opening of bid. Unless this letter is presented by him, he may not be allowed to attend the opening
of bid.
In case of unscheduled holiday on the closing/opening day of bid, the next working day will be
treated as scheduled prescribed day of closing/opening of bid; the time notified remaining the
same.
EVALUATION OF BID
PRE-QUALIFIYING CRITERIA - Evaluation and comparison of bids will be done as per provisions
of Pre-qualifying Criteria supporting documents as proof of pre-qualifying criteria at section – VI.
The RECPDCL will examine the bids to determine whether they are complete, whether any
computational errors have been made, whether required sureties have been furnished, whether
the documents have been properly signed and whether the bids are generally in order qualifying
to which bids shall be summarily rejected.
PRICE EVALUATION CRITERIA
1.1

1.2

1.3

Bidder should quote their rates/prices in Indian Rupees only which shall be inclusive of all
applicable taxes, duties, levies, insurance, transportation etc., applicable excluding service
tax for entire scope of work as per Price Schedule included to Form - III of this tender
document.
Bids shall be evaluated on the basis of the total evaluated value as per the quoted rates for
the services mentioned in Scope of Work. The total evaluated price as per the evaluation
methodology mentioned as under at Form - III of this tender document and the other
details mentioned therein will be the basis for the evaluation purposes and for arriving at
inter-se ranking of the various bidder of the tender.
Bid shall be evaluated through as per the Performa of Schedule rate, i.e. Form-III, which shall
be filled by the bidder as a Financial Bid.

1.3 AWARD CRITERIA
The purchaser will award the contract to the successful bidder whose bid has been determined to
be in full conformity to the bid documents and has been determined as the lowest evaluated bid.
Penalty
LD/Penalty as mentioned in GCC as mentioned in Annexure-VII
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FORM-I
Letter for Submission of Tender

To,
Addl. Chief Executive Officer
REC Power Distribution Company Limited,
1016-1023, 10th Floor,
Devika Tower,
Nehru Place, New Delhi-110019

Sub.: Engagement of bidder for Supply and Implementation of EMS-NMS
software and accessories
Sir,
With reference to your Tender No. --------------- Dated ------------ for Supply and
Implementation of EMS-NMS software and accessories, I wish to apply for
engagement with RECPDCL as “Supply and Implementation of EMS-NMS software and
accessories”.

1.

Further, I hereby certify that
I have read the provisions of the all clauses and confirm that notwithstanding anything
stated elsewhere to the contrary, the stipulation of all clauses of Tender are acceptable to me
and I have not taken any deviation to any clause.
2.

I further confirm that any deviation to any clause of Tender found anywhere in my Bid, shall
stand unconditionally withdrawn, without any cost implication whatsoever to the REC PDCL.

3.

Our bid shall remain valid for period of 180 days from the last date of bid submission.

Date:
Place:

Signature……………………
Full Name……………………
Designation…………………
Address…………………

Note: In absence of above declaration/certification, the Bid is liable to be rejected and shall not be taken
into account for evaluation.
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Form-II
Supply and Implementation of EMS-NMS software and accessories

PRE QUALIFICATION CRITERIA DETAILS
1.

THE FIRM

2.

Name

Regd. Address

______

Address of Office

a) Contact Person’s
i) Name & Design.
ii) Address
iii) Tel No. Landline

Mobile

iv) Email ID
3.

4.
5.
6.

Type of Firm:

Private Ltd./ Public Ltd./ Cooperative/

(Please tick)

Partnership/ Proprietor

PAN
Service Tax Reg. No.:
E.M.D. Details

Rs._
DD/BG No._
Name & Address of Bank

Please upload duly signed copies by authorized signatory of documentary evidence e.g. work order,
corresponding satisfactory job completion certificates from clients with amount of work order in
support of above and any other document indicated in prequalifying criteria)
Signature………….………
Full Name…………………
Designation…………………
Address……………………..

37 | Page

REC Power Distribution Company Limited

Form-III
PROFORMA OF SCHEDULE OF RATES

Financial Bid
Bidder Name:

Tender: Supply and Implementation of EMS-NMS software and accessories

S.No
A

1

2
3

Type of Resource

Nos.

Rate
(per
Unit)

Applicable
taxes

Total all
inclusive
unit price

Total
Amount

B

C

D

E

F=D+E

G=CxF

Supply and
Implementation of
EMS-NMS software
Solution and
accessories with 3
year warranty support
AMC for 4th year as
per SLA
AMC for 5th year as
per SLA

1

1
1

Total All Inclusive Value (Rs.)

1. Bidders are to quote their rates strictly as per above format.
2. The rates are invited for entering into a rate contract valid for 1.5 years.
3. Prices are to be quoted accordingly. RECPDL reserves the right to increase the RC
quantity (on same rate and terms & conditions) by another 20% if required.
4. *The quantities mentioned above are indicative and for bid evaluation purpose.
Actual quantity may vary as per the site requirement and the Release orders will be
placed accordingly.
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FORM IV
FORMAT FOR NO-DEVIATION CERTIFICATE
Unless specifically mentioned in this schedule, the tender shall be deemed to confirm the RECPDCL’s
specifications:
S. No.

Clause No.

Details of deviation with justifications

By signing this document we hereby withdraw all the deviations whatsoever taken anywhere in this bid
document and comply to all the terms and conditions, technical specifications, scope of work etc. as
mentioned in the standard document except those as mentioned above.

Seal of the Company:

Signature
Name

Note: In absence of above declaration/certification, the Bid is liable to be rejected and shall not be taken into
account for evaluation.
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FORM-V
MANUFACTURER AUTHORIZATION FORM
(To be submitted on OEM’s Letter Head)

Date:

…………….

ICB No.:

…………….

Invitation for Bid No.: …………..
Alternative No.:

…….

To,
The Nodal Officer (R-APDRP Part-A Project)
Govt. of Goa, Electricity Department
Panjim, Goa 403001
Sir,
WHEREAS M/s. [name of OEM], who are official manufacturers of ………… having factories at
[address of OEM] do hereby authorize M/s [name of bidder] to submit a Bid in relation to the
Invitation for Bids indicated above, the purpose of which is to provide the following Goods,
manufactured by us
………………………………………………………………………………………………………….
and to subsequently negotiate and sign the Contract.
We hereby extend our full guarantee and warranty in accordance with Clause 26 of the General
Conditions of Contract or as mentioned elsewhere in the Tender Document, with respect to the
Goods offered by the above firm in reply to this Invitation for Bids.
We hereby confirm that in case, the channel partner fails to provide the necessary services as per
the Tender Document referred above, M/s [name of OEM] shall provide standard warranty on the
machines supplied against the contract. The warranty period and inclusion / exclusion of parts in
the warranty shall remain same as defined in the contract issued to their channel partner against
this tender enquiry.
Yours Sincerely,
For ……………..
Authorized Signatory
Note: In absence of above declaration/certification, the Bid is liable to be rejected and shall not be taken into
account for evaluation.
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ANNEXURE-A
PERFORMANCE BANK GUARANTEE
M/s. REC Power Distribution Company Ltd.
1016-23, 10th Floor, Devika Tower,
Nehru Place,
New Delhi
(With due Rs.100/- stamp duty, if applicable)
OUR LETTER OF GUARANTEE No. : ………..................
Amount: ………………….

Date: …………………..
Valid Date: ………….

Bank Name & Address: …………………………………………………………………………………………
In consideration of REC Power Distribution Company Ltd. having its office at 1016-1023, 10th floor, Devika Towers,
Nehru Place, New Delhi (hereinafter referred to as “RECPDCL” which expression shall unless repugnant to the content
or meaning there of include all its successors, administrators and executors) and having entered into an agreement
dated ____________/issued Work Order No.__________ dated
________________with/on as_______________________ (hereinafter referred to as “The Courier service” which
expression unless repugnant to the content or meaning thereof, shall include all the successors, Administrators and
executors).
WHEREAS the Agency/Franchisee having unequivocally accepted to supply the materials as per terms and conditions
given in the Agreement accepted to providing courier service as per terms and conditions given in the Agreement dated
________ /Work Order No. _______________________ dated _______________ and RECPDCL having agreed that
the Agency/Franchisee shall furnish to RECPDCL a Performance Guarantee for the faithful performance of the entire
contract, to the extent of 10% (ten percent) (or the percentage as per the individual case) of the value of the Work Order
i.e. for _______________.
We, ___________________________________ (The Bank) which shall include OUR successors, administrators and
executors herewith establish an irrevocable Letter of Guarantee No.
_________________________ in your favour for account of ______________________________________ (The
Agency/Franchisee) in cover of performance guarantee in accordance with the terms and conditions of the
Agreement/work Order.
Hereby, we undertake to pay upto but not exceeding ___________________ (say ______________________ only)
upon receipt by us of your first written demand accompanied by your declaration stating that the amount Claimed is due
by reason of the Agency/Franchisee having failed to perform the Agreement and despite any contestation on the part of
above named Agency/Franchisee.
This Letter of Guarantee will expire on __________________________ including 30 days of claim period and any
claims made hereunder must be received by us on or before expiry date after which date this Letter of Guarantee will
become of no effect whatsoever whether returned to us or not.

_____________________
Authorized Signature
Chief Manager/Manger

Seal of Bank
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Annexure B
ACCEPTANCE FORM FOR PARTICIPATION IN REVERSE AUCTION EVENT
(To be signed and stamped by the bidder)

In a bid to make our entire procurement process more fair and transparent, RECPDCL intends to use the
reverse auctions as an integral part of the entire tendering process. All the bidders who are found as
technically qualified based on the tender requirements shall be eligible to participate in the reverse auction
event.
The following terms and conditions are accepted by the bidder on participation in the bid event:
1. RECPDCL shall provide the user id and password to the authorized representative of the bidder.
(Authorization Letter in lieu of the same shall be submitted along with the signed and stamped
Acceptance Form).
2. RECPDCL decision to award the work would be final and binding on the supplier.
3. The bidder agrees to non-disclosure of trade information regarding the purchase, identity of RECPDCL,
bid process, bid technology, bid documentation and bid details to any other party.
4. The bidder is advised to fully make aware themselves of auto bid process and ensure their participation
in the event of reverse auction and failing to which RECPDCL will not be liable in any way.
5. In case of bidding through Internet medium, bidders are further advised to ensure availability of the
infrastructure as required at their end to participate in the auction event. Inability to bid due to
telephone line glitch, internet response issues, software or hardware hangs, power failure or any other
reason shall not be the responsibility of RECPDCL.
6. In case of intranet medium, RECPDCL shall provide the infrastructure to bidders. Further, RECPDCL has
sole discretion to extend or restart the auction event in case of any glitches in infrastructure observed
which has restricted the bidders to submit the bids to ensure fair & transparent competitive bidding. In
case an auction event is restarted, the best bid as already available in the system shall become the basis
for determining start price of the new auction.
7. In case the bidder fails to participate in the auction event due any reason whatsoever, it shall be
presumed that the bidder has no further discounts to offer and the initial bid as submitted by the bidder
as a part of the tender shall be considered as the bidder’s final no regret offer. Any offline price bids
received from a bidder in lieu of non-participation in the auction event shall be out rightly rejected by
RECPDCL.
8. The bidder shall be prepared with competitive price quotes on the day of the bidding event.
9. The prices as quoted by the bidder during the auction event shall be inclusive of all the applicable taxes,
duties and levies and shall be FOR at site.
10. The prices submitted by a bidder during the auction event shall be binding on the bidder.
11. No requests for time extension of the auction event shall be considered by RECPDCL.
12. The original price bids of the bidders shall be reduced on pro-rata basis against each line item based on
the final all inclusive prices offered during conclusion of the auction event for arriving at Contract
amount.

Signature & Seal of the Bidder

42 | Page

